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BRUDIS & ASSOCIATES, INC.

CONSULTING ENGINEERS

9220 RUMSEY ROAD  SUITE 110
COLUMBIA. MARYLAND 21045

410-884-3607 410-884-3609(FAX}

TOZETMMRC—~TOTNMOOE >

CONSTRUCTION DETAILS

INSTALL 378 IN. STEEL SPAN WIRE.
INSTALL HANDBOX.-
INSTALL 3 IN SCHEDULE 80,

.. INSTALL 3 IN SCHEDULE 80, 9R( DEGREE POLYVINYL CHLORIDE ELECTRICAL CONDUIT - BORED.

INSTALL INTERCONNECT CABLE.

?Q DE@QEE POLYVINYL CHLORIDE ELECTRICAL CONDUIT - TRENCHED. INSTALL INTERCONNECT CABLE.

INSTALL INTERCONNECT CABLE.

INSTALL 6 FT X © FT. QUADRUPOLE TYPE LOOP DETECTOR ENCASED IN 1/4 IN. FLEXIBLE TUBING.
INSTALL 1 IN. LIQUID-TIGHT. FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT (DETECTOR WIRE SLEEVE).

SEE CORRESPONDING TRAFFIC SIGNAL PLAN.
USE EXISTING HANDBOX.

EXISTING CABINET TO REMAIN (INSTALL QUICK CONNECT BLOCK).
USE EXISTING CONDUIT. INSTALL INTERCONNECT CABLE.

INSTALL INTERCONNECT CABLE.

PULL INTERCONNECT CABLE INTO EXISTING CABINET.

INSTALL 14 IN. X 32 FT. (TWO PLY) STEEL STRAIN POLE (NOTE: 1-3 IN. SCHEDULE 80, 90 DEGREE POLYVINYL CHLORIDE CONDUIT BEND).
INSTALL 2-CONDUCTOR (ALUMINUM SHIELDED) ELECTRICAL CABLE (NO. 14 AWG). '

REMOVE OVERHEAD INTERCONNECT CABLE.
INSTALL GROUND ROD. ' :
INSTALL STRANDED BARE COPPER GROUND WIRE (NQ. © AWG).

. USE EXISTING CONDUIT. .
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GEOMETRIC LEGEND

PROPOSED

UTILITY LEGEND

SD S0 STORM DRAIN

G G GAS MAIN

W W WATER MAIN

S S SEWER MAIN

E E ELECTRIC CABLES
A A AERTAL CABLES

T T TELEPHONE CABLES
F F FIBER-OPTIC

STATE OF MARYLAND

DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY

TRAFFIC ENGINEERING DESIGN DIVISION

MD 410 (EAST-WEST HIGHWAY)

FROM TAYLOR ROAD TO MD 212
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